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EASA OPS • Non-Commercial Other than complex (NCO)

Werner Wyrsch (BAZL) • Andreas Fischer (SwissPSA)

© SwissPSAFSB Weiterbildung

NCO – Betriebsvorschrift für Nicht Gewerblichen Betrieb

• Verordnung 965/2012 beinhaltet Bestimmungen zum Flugbetrieb 
von Flugzeugen und Hubschraubern.

• Anwendbarkeit für Ballone und Segelflugzeuge wird bis zur 
Erstellung entsprechender Vorschriften ausgesetzt

• Anhang VII der Verordnung 965/2012: Teil-NCO, rechtskräftig seit 
25. August 2016 in 32 Staaten

• NCO = Andere als technisch komplizierte

• motorgetriebene Luftfahrzeuge (OT-CMPA) im nichtgewerblichen 
Bereich
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EASA AIR OPS   Annex I to VIII

1884 pages !!!! 

© SwissPSAFSB Weiterbildung

Air OPS Struktur     Regulation 965 /2012

seit 25. August 2016 in Kraft !
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NCO – IR – AMC - GM

© SwissPSAFSB Weiterbildung

NCO – Betriebsvorschrift für Nicht Gewerblichen Betrieb

• Non Commercial Specialised Operations SPO

• Competitions

• Flying Displays

• Sowohl Luftfahrzeuge in Privatbesitz, als auch einer «Approved
Training Organisation» (ATO) und künftig «Declared Training 
Organisation» (DTO), unterliegen den Regeln des Part-NCO



11.01.19

4

© SwissPSAFSB Weiterbildung

Applicability of Part NCO

Non-Commercial Other than complex (NCO), are aircrafts which are not 
operated commercially and which fulfil the following criteria:

Aeroplane :
• with a MTOM of max. 5700 kg and
• certified for a maximum operational passenger seating configuration

of less than 19 and
• without turbojet engine or
• with turboprop engine, provided that MTOM is max. 5700 kg

Helicopter :
• with a MTOM of max. 3175 kg and
• certified for a MOPSC of less than 9 Pax and
• certified for the OPS with not more than one pilot

© SwissPSAFSB Weiterbildung

Structure of Part - NCO
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Part NCO.GEN

© SwissPSAFSB Weiterbildung

Part NCO.OP
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Die wesentlichen Veränderungen

© SwissPSAFSB Weiterbildung

NCO – Betriebsvorschrift für Nicht Gewerblichen Betrieb

• Der Pilot in Command (PIC) ist verantwortlich, anhand der 
eingebauten Instrumente und der Musterzulassung zu bestimmen, 
welche Flüge mit dem Luftfahrzeug möglich sind (IFR/VFR, 
Tag/Nacht). Die Verordnung über die Rechte und Pflichten des 
Kommandanten eines Luftahrzeuges (SR748.225.1) werden durch 
NCO.GEN.105 übersteuert. 
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Scope of Utilization

Offiziell entfällt das Dokument «Zulassungsbereich des Luftfahrzeugs».

© SwissPSAFSB Weiterbildung

Scope of Utilization
Flugsportgruppe Zürcher Oberland

Aircraft Operations Manual Part B Reference Scope of Continuing Airworthiness
utilisation

VFR

Type / Variant Registration Basic Documentation Checklists Minimum Main Operator Reference

Equipment (not ownwer)

 for Flight

Normal: Rev. 11/2008
Cessna 152 HB-CFA AFM Rev. 2 / Mai 1979 Abnormal/Emergency: NIL ● ● ● NIL ● ● FGZO CH.MG 7013

see AFM
Normal: Rev. 11/2008

Cessna 152 HB-CYF AFM Rev. 2 / Mai 1979 Abnormal/Emergency: NIL ● ● ● NIL ● ● FGZO CH.MG 7013
see AFM
Normal: Rev. 11/2008

Cessna 152 HB-CYP AFM Rev. 2 / Juni 1984 Abnormal/Emergency: NIL ● ● ● NIL ● ● FGZO CH.MG 7013
see AFM
Normal: Rev. 08/14 IFR OPS Rev. 10/14

Cessna 172 SP HB-TDA AFM Rev. 2 / 18.11.2010 Abnormal/Emergency: NIL ● ● ● ● NIL ● ● FGZO CH.MG 7013
see AFM
Normal: Rev. 08/14 IFR OPS Rev. 10/14

Cessna 172 SP HB-TDC AFM Rev. 2 / 18.11.2010 Abnormal/Emergency: NIL ● ● ● ● NIL ● ● FGZO CH.MG 7013
see AFM
Normal: Rev. 08/14 IFR OPS Rev. 10/14

Cessna 172 SP HB-TBD AFM Rev. 2 / 18.11.2010 Abnormal/Emergency: NIL ● ● ● ● NIL ● ● FGZO CH.MG 7013
see AFM
Normal: Rev. 08/14 IFR OPS Rev. 10/14

Cessna 172 SP HB-TDD AFM Rev. 2 / 18.11.2010 Abnormal/Emergency: NIL ● ● ● ● NIL ● ● FGZO CH.MG 7013
see AFM
Normal: Rev. 03/98

Maule MX-7 HB-KCB AFM Rev. 2.00D / 28.03.2005 Abnormal/Emergency: NIL ● ● ● NIL ● ● FGZO CH.MG 7013
see AFM
Normal: Rev. 11/2016

Tecnam P2008JC HB-KMH AFM Rev. 0 / 30.07.2013 Abnormal/Emergency: NIL ● ● NIL ● ● FGZO CH.MG 7013
AFM Chapter III
Normal: Rev. 11/2016

Tecnam P2008JC HB-KMG AFM Rev. 0 / 30.07.2013 Abnormal/Emergency: NIL ● ● NIL ● ● FGZO CH.MG 7013
AFM Chapter III

Aeroplane List, issued: 31.01.2017 Page 1/1
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Scope of Utilization

FSB Flugzeuge !

© SwissPSAFSB Weiterbildung

NCO.GEN 155   MEL 

Eine MEL (Minimum Equipment List) muss nicht mehr bewilligt, sondern 
nur noch dem BAZL zugestellt werden 

- Eine MEL für ein Luftfahrzeug, welches über eine «Master Minimum  
Equipment List» (MMEL) verfügt, darf nicht weniger restriktiv sein als 
die MMEL.

- Hat ein Luftfahrzeug hingegen keine MMEL, dann kann die MEL nicht 
weniger restriktiv sein, als die jeweilige Minimalausrüstung für den 
betreffenden Flug gemäss NCO.IDE. 

- Wenn keine MEL vorhanden ist, muss alles voll funktionsfähig sein.

SwissPSA siehe Deficiency List (dort wo keine MEL verfügbar ist)
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NCO.GEN 155   Deficiency List

© SwissPSAFSB Weiterbildung

Deficiency List  •  Attachment to OM 2.6  

 

The following systems and equipment list does not include components obviously required for the airplane to be 
airworthy such as wings, primary flight controls, empennage, engine, etc. 

 
 
 
 
 
 
 
System and / or Component 

Kind of Operation OK means  GO (see Comments) 

 X   means  NO GO 
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Avionics       
- VHF COM Transceiver   X   X   X   X  X  
- Transponder OK*   X   X   X OK** * if not req. by operating regulation 
- VHF NAV Transceiver OK*   X   X   X OK** * if not req. by flight program 
- 2nd. VHF COM Transceiver OK OK   X   X OK  
- VOR LOC GS Receiver OK OK   X   X OK  
- Marker Beacon Receiver OK OK   X *   X * OK  
- Microphone and Headset OK OK   X   X OK  
Lighting ***       
- Cockpit & Instrument Lights OK   X  X 

1
   X OK   

- Landing Light OK   X  X 
1
   X OK  

- Navigation Lights OK   X  X 
1
   X OK  

- Anti Collision Light System OK   X  X 
1
   X OK  

- Independent portable light OK   X  X 
1
   X OK  

Fuel / Engine       
- Auxiliary Fuel Pump X ** X ** X ** X **  X ** ** if installed 
- Fuel Selector / Fuel Shut Off X X X X  X  
- Fuel Quantity System X X X X  X  
- Engine Fuel Pressure X ** X ** X ** X **  X ** ** if installed 
- Engine Oil Pressure X ** X ** X ** X **  X ** ** if installed 
- Engine Oil Temperature X ** X ** X ** X **  X ** ** if installed 
- RPM Indicator/ Manifold press. X ** X ** X ** X **  X ** ** if installed 
Flight / Navigation Instruments       
- Clock (Time in hours, min, sec) OK

°
  X 

2  X 
3  X 

3 OK
° ° Rist Watch available 

- Magnetic Compass  X 
2  X 

2  X 
3  X 

3  X ex. VFR by Day in the vicinity of AD 
- Airspeed Indicator  X 

2  X 
2  X 

3  X 
3  X  

- Attitude Indicator OK  X 
2  X 

3  X 
3 OK  

- Altimeter  X 
2  X 

2  X 
3  X 

3  X - IFR - 2 Altimeters 
- Turn & Bank Indicator OK  X 

2  X 
3°  X 

3 OK - can be replaced by a second AI 
- Directional Gyro OK  X 

2  X 
3  X 

3 OK  
- Vertical Speed Indicator OK  X 

2  X 
3  X 

3 OK  
- Vacuum / Gyro Suction Indicat. OK  X 

2  X 
3  X 

3 OK  

Brakes / Landing Gear       
- Wheel Brakes  X  X  X  X  X  
- Landing Gear Position Indicat.  X  X  X  X  X if installed fully functional 
Ice Protection       
- Carburetor Heat  X  X X  X  X if installed 
- Alternate Air  X  X X  X  X  if installed 
- Pitot Heat OK OK

2
 OK

3  X 
3 OK  

Flight Controls       
- Flap System  X  X  X X  X if installed 
- Elevator Trim System  X  X  X X  X  

      

1  NCO.IDE.A.115 Operating lights (Aeroplanes operated at night) 
2 NCO.IDE.A.120 Operations under VFR – flight and navigational instruments and associated equipment  
3  NCO.IDE.A.125 Operations under IFR – flight and navigational instruments and associated equipment  
* Or as required by operating regulation or the intended flight training 
 
Part-NCO: Technical requirements for non-commercial operations with other-than-complex motor-powered 
aircraft 

NCO.GEN 155   Deficiency List
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Deficiency List  •  Attachment to OM 2.6  

 

The following systems and equipment list does not include components obviously required for the airplane to be 
airworthy such as wings, primary flight controls, empennage, engine, etc. 

 
 
 
 
 
 
 
System and / or Component 

Kind of Operation OK means  GO (see Comments) 

 X   means  NO GO 
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Avionics       
- VHF COM Transceiver   X   X   X   X  X  
- Transponder OK*   X   X   X OK** * if not req. by operating regulation 
- VHF NAV Transceiver OK*   X   X   X OK** * if not req. by flight program 
- 2nd. VHF COM Transceiver OK OK   X   X OK  
- VOR LOC GS Receiver OK OK   X   X OK  
- Marker Beacon Receiver OK OK   X *   X * OK  
- Microphone and Headset OK OK   X   X OK  
Lighting ***       
- Cockpit & Instrument Lights OK   X  X 

1
   X OK   

- Landing Light OK   X  X 
1
   X OK  

- Navigation Lights OK   X  X 
1
   X OK  

- Anti Collision Light System OK   X  X 
1
   X OK  

- Independent portable light OK   X  X 
1
   X OK  

Fuel / Engine       
- Auxiliary Fuel Pump X ** X ** X ** X **  X ** ** if installed 
- Fuel Selector / Fuel Shut Off X X X X  X  
- Fuel Quantity System X X X X  X  
- Engine Fuel Pressure X ** X ** X ** X **  X ** ** if installed 
- Engine Oil Pressure X ** X ** X ** X **  X ** ** if installed 
- Engine Oil Temperature X ** X ** X ** X **  X ** ** if installed 
- RPM Indicator/ Manifold press. X ** X ** X ** X **  X ** ** if installed 
Flight / Navigation Instruments       
- Clock (Time in hours, min, sec) OK

°
  X 

2  X 
3  X 

3 OK
° ° Rist Watch available 

- Magnetic Compass  X 
2  X 

2  X 
3  X 

3  X ex. VFR by Day in the vicinity of AD 
- Airspeed Indicator  X 

2  X 
2  X 

3  X 
3  X  

- Attitude Indicator OK  X 
2  X 

3  X 
3 OK  

- Altimeter  X 
2  X 

2  X 
3  X 

3  X - IFR - 2 Altimeters 
- Turn & Bank Indicator OK  X 

2  X 
3°  X 

3 OK - can be replaced by a second AI 
- Directional Gyro OK  X 

2  X 
3  X 

3 OK  
- Vertical Speed Indicator OK  X 

2  X 
3  X 

3 OK  
- Vacuum / Gyro Suction Indicat. OK  X 

2  X 
3  X 

3 OK  

Brakes / Landing Gear       
- Wheel Brakes  X  X  X  X  X  
- Landing Gear Position Indicat.  X  X  X  X  X if installed fully functional 
Ice Protection       
- Carburetor Heat  X  X X  X  X if installed 
- Alternate Air  X  X X  X  X  if installed 
- Pitot Heat OK OK

2
 OK

3  X 
3 OK  

Flight Controls       
- Flap System  X  X  X X  X if installed 
- Elevator Trim System  X  X  X X  X  

      

1  NCO.IDE.A.115 Operating lights (Aeroplanes operated at night) 
2 NCO.IDE.A.120 Operations under VFR – flight and navigational instruments and associated equipment  
3  NCO.IDE.A.125 Operations under IFR – flight and navigational instruments and associated equipment  
* Or as required by operating regulation or the intended flight training 
 
Part-NCO: Technical requirements for non-commercial operations with other-than-complex motor-powered 
aircraft 

NCO.GEN 155   Deficiency List

© SwissPSAFSB Weiterbildung

Examples NCO.IDE  VFR / VFR night Equipment
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Examples NCO.IDE  First-aid kit

© SwissPSAFSB Weiterbildung

NCO.IDE  Oxigen

Es liegt in der Verantwortung des PIC zu beurteilen, ob Sauerstoff auf einem 
Flug benötigt wird. Falls der PIC nicht beurteilen kann, wie ein 
Sauerstoffmangel alle Insassen beeinflussen könnte, ist Sauerstoff 
erforderlich nach 30 Minuten über 10‘000 ft und fortwährend über 13‘000 ft.
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Examples NCO.IDE  Oxigen

Sauerstoff war in den 
vergangenen Jahren ein wenig
beachtetes Thema, aber immer 
wieder eine der Ursachen für 
Vorfälle im Flugbetrieb.

Die günstigste Lösung um den 
Vorschriften gerecht zu werden
ist das Mitführen einer 
Emergency-Sauerstoff Dose.

Nicht vorgeschrieben, 
aber interessant ist ein Pulse-
Oximeter.

© SwissPSAFSB Weiterbildung

NCO.IDE  Documents
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NCO.IDE  ELT

Luftfahrzeuge mit höchstens sechs Sitzplätzen können mit einem «Personal 

Locator Beacon» (PLB) die Anforderung des ELT erfüllen. 

Das Gerät muss in jedem Fall gleichzeitig auf 121,5 Mhz und 406 MHz 

senden können.

© SwissPSAFSB Weiterbildung

Examples NCO.IDE  VFR / VFR Night Equipment
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NCO .IDE.A.125  IFR Operation

3.3.1 Lufttüchtigkeitszeugnis
Ob ein Luftfahrzeug nach VFR, IFR oder bei Tag/Nacht eingesetzt werden kann,
ist abhängig von der Musterzulassung («Type Certificate Data Sheet» TCDS)
und der eingebauten Ausrüstung auf dem jeweiligen Flug (vgl. Ziffer 3.3).
Es ist die Verantwortung des Piloten, zu erkennen, ob ein Luftfahrzeug für
IFR oder VFR-Nacht eingesetzt werden kann. Der bisher ausgestellte Anhang
zum Lufttüchtigkeitszeugnis mit den Einschränkungen der Einsatzarten
(«Scope of utlisation») entfällt.

© SwissPSAFSB Weiterbildung

Examples NCO.IDE IFR Equipment
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NCO.IDE  Instrument Data and Equipmemt

• Oxygen equipment
• Fire extinguisher
• ELT requirements
• Emergency equipment
• Tansponder
• Radio communication equipment etc.

© SwissPSAFSB Weiterbildung

NCO.IDE  Minimale Treibstoffmenge

In Sichtweite des Flugplatzes muss nicht mehr für 30 Minuten, sondern für 
zehn Minuten auf Reisehöhe Treibstoff vorhanden sein!?

Das ist natürlich Unsinn!!!

Vorschrift SwissPSA/FSB: 
weiterhin 45 Minuten Reserve!
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NCO.OP  Minimale Treibstoffmenge

Unter Part NCO fallen alle Leichtflugzeuge und damit auch Flugzeuge 
welche zum Teil nicht einmal 45 Minuten Treibstoff tanken können!

© SwissPSAFSB Weiterbildung

NCO.OP  Betankung

• Luftfahrzeuge dürfen nur mit AVGAS betankt werden, wenn sich keine 

Passagiere an Bord befinden 

• Bei anderen Treibstoffen als AVGAS dürfen Passagiere an Bord sein, 

jedoch muss der PIC oder ein anderes qualifiziertes Personal anwesend 

sein.
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Part SPO  Special Operations

© SwissPSAFSB Weiterbildung

Part  SPO – Arbeitsflüge
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SPA - Specific Approvals RVSM / PNB

© SwissPSAFSB Weiterbildung

Changes for Pilots (siehe FOCA NCO Info) 

Ø NCO.GEN 155 MEL- Minimum Equipment List (falls anwendbar)

Ø NCO.OP.115 Departures and approache procedures (IFR)
Ø NCO.OP.125 Fuel and oil supply (IFR / VFR / VFR night)
Ø NCO.OP.140 Destination alternate aerodromes (IFR)
Ø NCO.OP.145 Refueling with Pax embarking, on board or

disembarking
Ø NCO.OP.190 Use supplemental oxygen

Ø NCO.IDE.A.115 Operating lights
Ø NCO.IDE.A.120 Ops under VFR (day / night) and navigational

instruments



11.01.19

19

© SwissPSAFSB Weiterbildung

Changes for Pilots (see also FOCA NCO Info) 

Ø NCO.IDE.A.125 Ops under IFR – flight and navigational
Instruments 

Ø NCO.IDE.A.150 supplemental oxygen - pressurized aeroplanes
Ø NCO.IDE.A.155 Supplemental oxygen - non pressurized

aeroplanes (see also NCO.OP.190)
Ø NCO.IDE.170 Emergency locator beacon (ELT)
Ø NCO.IDE.190 Radio communication equipment
Ø NCO.IDE.A 200 Transponder
Ø NCO.IDE.A Navigation equipment

NCO.IDE  (INSTRUMENTS, DATA AND EQUIPMENT) 

© SwissPSAFSB Weiterbildung

NCO Zusammenfassung
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NCO Zusammenfassung

• Systemänderung, von Luftahrzeugzulassung zu Pilotenverantwortung

• Regelt Verantwortungen und Aufgaben im Flugbetrieb für Piloten und 

Operator (Halter)

• Einsatzbereiche (Scope of Utilisation) werden nicht mehr durch die 

Behörde genehmigt

• Gilt nicht für Annex II Luftfahrzeuge, nationales Recht weiterhin gültig

• Bestehendes nationales Recht muss jedoch noch angepasst werden, 

z.B. was passiert mit den BAZL TM‘s?

• Schulungsnotwendigkeit für Piloten, Flugschulen, Vereine, und Behörden

© SwissPSAFSB Weiterbildung

Info des BAZL zum Part.NCO

Download BAZL

Google:  BAZL Part.NCO


